






































































 Air Handling Unit

Indoor Units Lineup

38

Vertical or Horizontal discharge configuration.

Zinc coated, heavy gauge, galvanized steel 

cabinet finished with a baked polyester 

powder paint.

Completely insulated with fire retardant 

polyethylene foam.

Evaporator coil leak-tested

Air Handling Unit - TTV Model

Double intet, double width, forward 

curved centrifugal type evaporotor 

fan(s) with fixed belt drive.

Factory installed thermal expansion 

valve(s).

Washable air filters.

Oversized motors for high static 

pressure applications (Optional).

Thermal overload protection for the 

evaporator fan motor.

Unit Model

 

TTV400

  

MCA  A 10.0 15.0 15.0 19.0 27.5

  

 R410A R410A

  No. Refrigerant Circuits     

Brazed Brazed Brazed Brazed Brazed

TTV500  TTV600TTV250 TTV300

R410A R410A R410A

Suction Line OD 2-1/8(53.98) 2-1/8(53.98)

 

Fan

in (mm)

Drain Connection Size

2-1/8(53.98) 2-1/8(53.98) 1-5/8(41.28)

Refrigerant Type

in (mm)

1.0(25.4) 1.0(25.4)1.0(25.4) 1.0(25.4) 1.0(25.4)

 

 Centrifugal FC Centrifugal FCCentrifugal FC Centrifugal FC Centrifugal FCFan Type

Qty 

 in

in

Belt and Pulley Belt and PulleyBelt and Pulley Belt and Pulley Belt and PulleyFixed Drive Type

1 11 1 1

Fan Speed - Std.(Factory set)

General Data - Air Handler Unit

1

System Data

2 2 2 2 2

Refrigerant Connection Type

Liquid Line OD

in (mm) 1.0(25.4) 1.0(25.4)1.0(25.4) 1.0(25.4) 1.0(25.4)

725 780828 870 923

Motor 

 TEFCMotor Type

Qty 

 hp (kW) 10(7.5) 15(11)5(3.7) 7.5(5.5) 7.5(5.5)Motor hp - Std.

1 11 1 1

Hi Static 15(11)/20(15) 20(15)7.5(5.5)/10(7.5) 10(7.5)/15(11) 10(7.5)/15(11)

Nominal Airflow 15,130 (25,700) 18,080 (30,720)7,760 (13,180) 9,240 (15,700) 12,120 (20,590)
2

No. of Speed 

 380-415/3/50V/ph/Hz

1 11 1 1

RLA/LRA 15.2/111.0 22.0/153.08.0/63.0 12.0/79.0 12.0/79.0

 Filter

Type 

 

in

12 98 9 9Qty

Washable WashableWashable Washable Washable

Size (WxLxD)-Std. 2-16x20x1 3-20x20x116x20x1 4-5x20x1 6-16x25x1

 

 

6-16x25x1 6-20x25x12-16x20x1 3-20x25x1

1-20x25x11-16x25x1

3-25x15x12-15x25x1

 Dimension (HxWxD)

Crated (Shipping) 

 1,653x2,596x1,275 1,777x2,596x1,2701,219x1,808x1,040 1,372x1,808x1,040 1,520x2,088x1,040Unit (Net)

1,900x2,900x1,520 1,980x2,900x1,5201,500x2,100x1,290 1,650x2,100x1,290 1,780x2,390x1,290

 

mm

mm

 Weight

Crated (Shipping) 

 685 (1,510) 749 (1,651)353 (778) 421 (928) 487 (1,073)Unit (Net)

768 (1,693) 832 (1,834)402 (886) 470 (1,036) 543 (1,197)Kg(lbs)

Kg(lbs)
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Arrangement 1

(Standard arrangement 

for TTV250-600)

Arrangement 2 Arrangement 3 Arrangement 4

Cooling Capacity Btu/h 400,000 500,000 600,000250,000 300,000

Power Connection V/ph/Hz 380-415/3/50
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